
Rectifiers 
ascom Energy Systems 

 

FE 1800, FE 725, FE 300 
  

 
  

 
Characteristics: 

 
 

 power factor 0.98 
 high density 
 full power with convection cooling 
 high reliability 
 efficiency 90% 
 N + 1 redundancy  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

FE 300,   FE 750 and  FE 1800 
rectifier modules are mainly used for 
telecom systems but are suitable also for 
industrial and IT use.  

Output power is between 300W 
and 1800W, with nominal input voltage 

of 230VAC (single-phase) and output 
voltage of 24V, 48V and 60VDC. 

The unit is designed for 19´´ rack 
placement and is convection cooled.  

All connectors are located on the 
front panel.  
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Technical specifications for rectifier 
 
 

FE 1800, FE 725, FE 300 
 

              

     
  
 

 FE 1800 FE 725* FE 300* 
24V 48V 48/60V 24V 48V 60V 48V 60V 

Input 
Nominal voltage (AC) 184 – 264VАС 184 – 276VАС 150 – 276VАС 
Frequency  47 – 63 Hz 
Input current 9А 10А 3.7А 1.5А 
Power factor 0.98 
Efficiency > 90% 
EMI class В 

EN 55022 
Output 
Nominal voltage (DC) 24V 48V 48/60V 24V 48V 60V 48V 60V 
Output current 50А 30А 25А 12.5А 12.5А 10А 5А 4А 
Power 1800W 725W 300W 
Load and line ± 0.3V  
Ripple < 1.8mV psophometric 
Parallel operation yes (“droop system“)  
Characteristics current and voltage 
Protection  
Overvoltage yes 
Temperature yes 
Special features LED (input, output, overvoltage, temperature and voltage levels) 
Mechanical specifications 
Weight 7.8 kg 4.5 kg 1.9 kg 
Dimensions (HхWхD) 240 х 106 х 330 mm 240 х 71 х 310 mm 111 х 81 х 231.5 mm 
Operating temperature  -10ºС ... +45ºС 
Cooling convection 
Lifetime 15 years 
 
* Rectifier modules FE 725 and FE 300 are universal. Nominal output voltage can be changed by 
repositioning the connector jumper located on the front side of the module. 

 
 
 
 
 

 
 
 

A2B reserves the right to change any details without prior notification. (V022014) 
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